
FACE OF CURB OR
EDGE OF PAVEMENT
(TYP.)

ROADWAY
PAVEMENT

1'-0"
MIN.

VARIES
(DEPENDING ON WIDTH OF ROADWAY OR STREET R.O.W.)

VARIES
(DEPENDING ON SETBACK DISTANCE OF BLDG.)

PROPERTY LINE

4'-6"
MIN.

4'-6"
MIN.

CURB STOP
AND BOX

WATER MAIN

BRASS CORPORATION
STOP (SIZE TO BE
DETERMINED BY PWSB)

TYPE 'K' COPPER OR
TYPE 'CTS' OR 'WTS' PE
TUBING (DETERMINED
BY PWSB)

MAINTAINED BY PROVIDENCE WATER (PWSB) MAINTAINED BY PROPERTY OWNER

TYPE 'K' COPPER OR
TYPE 'CTS' OR 'WTS' PE
TUBING. TYPE DEPENDS
ON LENGTH OF SERVICE
(NO INTERMEDIATE
COUPLINGS)

EXISTING
BUILDING

FULL PORT BALL
VALVE 2" OR LESS

PRESSURE REDUCING 
VALVE (SEE NOTE)

WATER METER
(SIZED BY PWSB)

BACKFLOW
PREVENTER

EXPANSION TANK
(SEE NOTE)

FLOW TO

BUILDING PLUMBING

WATER SERVICE SHALL BE KEPT AT LEAST TWENTY-FIVE (25) FEET
AWAY FROM INDIVIDUAL SEWAGE DISPOSAL SYSTEM OR CESSPOOLS.
LINES CLOSER THAN THE ALLOWABLE DISTANCE SHALL BE ENCASED
IN SCHEDULE 40 PVC PIPE.  INTERMEDIATE JOINTS SHALL BE JOINED
TOGETHER AND SEALED TO FORM A WATER TIGHT CONNECTION.  END
SECTIONS SHALL BE FITTED WITH MECHANICAL DEVICE TO MAKE THE
SPACE BETWEEN SERVICE PIPE AND ENCASEMENT WATER TIGHT.

GENERAL NOTE:

SERVICE
SADDLE

EXISTING
FOUNDATION

FOAM SLEEVE

DETECTION
TAPE

1.5' to 2'

FINISHED GRADE

FULL PORT BALL
VALVE 2" OR LESS

RESIDENTIAL WATER SERVICE CONNECTION SCHEMATIC - ELEVATION VIEW
NOT TO SCALE

Director of Engineering  Date

NOTE:

PRESSURE REDUCING VALVE
THE STATIC WATER PRESSURE SHALL NOT BE GREATER THAN 80 psi. WHERE THE MAIN 
PRESSURE EXCEEDS 80 psi, AN APPROVED PRESSURE-REDUCING VALVE CONFORMING 
TO ASSE 1003 or CSA B356 SHALL BE INSTALLED ON THE DOMESTIC WATER WATER 
BRANCH OR RISER AT THE CONNECTION TO THE WATER SERVICE PIPE.
(SECTION P2903, CODE P2903.3.1 MAXIMUM PRESSURE)
EXPANSION TANK
A MEANS FOR CONTROLLING INCREASE PRESSURE CAUSED BY THERMAL EXPANSION 
SHALL BE INSTALLED WHERE REQUIRED IN ACCORDANCE WITH SECTIONS P2903.4.1 
AND P2903.4.2.
(SECTION P2903, P2903.4 THERMAL EXPANSION CONTROL)




